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HANDY HORN - Flammable handy horn. 
Sound power level: 124 dB at 2 m. 
Duration of continuous delivery: 120 sec. 
Professional Use only. 

 

 

 

Get in touch! Thanks to this Ambro-Sol handy horn with cornet, staying in touch won’t be a problem.  
The signal is powerful and it has a long duration.  
 

 

  

 

  

 

 

Technical Specifications: 

Quantity 250 ml 

Box / Case 12 Pz. 

Aspect 
Tin-Plate can containing under 

pressure fluid 

Color Colorless 

Odour Odourless 

Relative density  at 20°C 0.495 ÷ 0.540 g/ml 

Flash point Und. 0° C extremely flammable 

Pressure at 20°C 5/7 bar 

Boiling range -161,5 °C – 0,5 °C 

Autoignition time 287°C +- 537°C 

Solubility 24,4-60,4 mg/l 

Distrib. coefficient 

octanol/H2O 
1,09 +- 2,8 

Gas No CFCs, LPG (non ozone depleting) 

Handy Horn (T001) 

 

HOW TO USE: Hold the bottle in 

vertical position. Engage the horn 

the cylinder valve; press the button 

on the neck same. Warning the 

product is flammable 

MODALITY OF STORAGE 
Before using: stock the product in a dry location and don’t stock it with a temperature under 0°C and over 35°C, after the use, keep containers closed. In the original 

package, the product can be conserved for 24 months (warranty). The product doesn’t expire. 

After the first usage: conserve in a fresh and dry location, away from hot spring.  Keep out of reach of children. 

 

This information, even if reliable, must be considered only approximate. We are not responsible for the wrong use of the product, or the violation of any license.  Before 

using, the users should verify the suitability of the product for its specific use. 

 

 
BEFORE USE, CONSULT THE SAFETY DATA SHEET OF THE PRODUCT. 
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